














Table 3 Benchtop pH/cond. Meter Model Comparison 
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Model PC910 PC950 PC9500 

Parameter pH/mV/Cond./TDS/Sal/Res/°C(°F) 
Range 0 to 14.00 pH -2.000 to 20.000 pH

Resolution 0.1/0.01 pH 0.1 /0.01 /0.001 pH 

Accuracy ±0.01 pH±1 digit ±0.002pH±1 digit 

pH Temp. compensation 0 to 100°( ( 32 to212 °F ) , automatic or manual 
Calibration 1 ~3 points automatic 1 ~ 5 points automatic 

Buffer USA/NI ST/CH USA/NIST/DIN/CH/User 
Other specifications are same with table1 (Calibration remind, Calibration data checking, Measuring alarm, Stability setting) 

mV 
Range ±2000mV ±2000mV 

Resolution 1mV 0.1/1mV 

Accuracy ±0.1% F.S ±1 digit ±0.03% F.S ±1 digit 
Range 0~200.0mS/cm 0~2000mS/cm 

Resolution 0.1 /1 µS, 0.01 /0.1 mS 0.01 /0.1 /1 µS, 0.01 /0.1 /1 mS 
Accuracy ±1 %F.S±1 digit ±0.5%F.S±1 digit 

Electrode constant 0.1/1.0/10.0 cm-1 

Conductivity 
Temp. compensation 0 to 50°( ( 32 to212 °F ) , automatic or manual 
Criterion temperature 15~30 °C 

Temp. compensation coefficient 0~ 10.00%/°C 
Calibration 1 ~4 points automatic 

Calibration standard USA/CH USA/CH/User 

Other specifications are the same with table2 (Calibration remind, Calibration data checking, Measuring alarm) 

TDS 
Ranger 

TDS coefficient 
Salinity Ranger 

Resistivity Ranger 

Ranger 

Temperature Resolution 
Accuracy 

Display 
Stable measuring indication 

Automatie hold 
Date and time 

Data storage 

Timing storage 

Function Seif diagnosis information 

USB output 
GLP print 

Externa I keypad 

Electrode holder 

IP Rating 

Electrode 

Power 

Other Dimension 
Weight 

Apera Instruments, LLC (U.S.A) 
Add: 6656 Busch Blvd, 
Columbus Ohio 43229 
Tel: +1 614-285-380 

Email: info@aperainst.com 
Website: www.aperainst.com 

0.1mg/1~100 g/1 0.1 mg/1~500 g/1 

0.40~1.00 
0~100 ppt 0~100 ppt 

No 0~20 MO•cm 

0~100.0 °( , 32.0~212 ° F -1 0~ 110.0°C, 14.0~230 °F 

0.1 °( ; 0.1/1 ° F 

±0.5 °C±1 digit 

TFT color display 

Wi th©icon  
Yes Yes Yes 

No No Yes 

200 sets 200 sets 2000 sets 
No No Yes 

Yes Yes Yes 

No No Yes 

No No Yes ( printer optional ) 

No No Yes 

602 flexible holder 606 combination test bench ( with stirrer ) 
IP54 water and dust proof 

pH: 201T-F, Cond.: 2301T-F 

200x220x100mm 

0.95kg 

Apera Instruments, GmbH (Europe) 
Add: Wilhelm-Muthmann-Straße 18 

42329 Wuppertal Germany 
Tel. +49 (0)202 51988998 
Email: info@aperainst.de 

Website: www.aperainst.de 

pH:LabSen 211, Cond:2401T-F Temp: MP500 

DC9V 

360x165x400mm 

1.25kg 

Shanghai Apera Instruments 
Co., Ltd. (China) 

Add: 481 Guiping Rd Building #16,4F, 
Shanghai China 

Tel: +86-21-63362480 
E-mail: wxmab@shsan-xin.com 


